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SECTION 720.01. VEHICLE REPAIR ON STREET.  It is unlawful for any person to 
service, repair, assemble or dismantle any vehicle parked upon the street or attempt to do so 
except to service such vehicle with motor fuel or to provide emergency repairs thereon but in no 
event for more than 24 hours.   
 
SECTION 721.01. EXHIBITION DRIVING PROHIBITED.  No person shall turn, 
accelerate, decelerate or otherwise operate a motor vehicle within the City in a manner which 
causes unnecessary engine noise or backfire, squealing of tires, skidding, sliding, swaying, 
throwing of sand or gravel or in a manner simulating a race.  Squealing or screeching sounds 
emitted by tires or the throwing of sand or gravel by the tires is prima facie evidence of a 
violation of this Section. 
 
SECTION 722.01. DRIVING THROUGH PRIVATE PROPERTY TO AVOID 
TRAFFIC CONTROL DEVICE.  It is unlawful for any person to avoid obedience to any 
traffic control sign, signal or device by driving upon or through any private property.   
 
SECTION 723.01. ALL-TERRAIN VEHICLES. 
 
Subd. 1. Definitions  The following terms as used in this Section shall have the same 
meaning as in Minnesota Statute § 84.92. 
 
A. “Operate” means to ride upon and control the operation of an all-terrain vehicle. 
 
B. “Operator” means every person who operates or is in actual physical control of an all-

terrain vehicle. 
 
Subd. 2. Equipment.   
 
A. Mufflers.  Standard mufflers shall be properly attached and in constant operation to 

reduce the noise of operation of the motor to the minimum necessary for operation.  No 
person shall use a muffler cutout, by pass, straight pipe, or similar device on an all-terrain 
vehicle; and the exhaust system shall not emit or produce a sharp popping or crackling 
sound. 

 
B. Brakes.  Brakes shall be adequate to control the movement and to stop and hold under 

any conditions of operation. 
 
C. Lights.  At least one clear lamp shall be attached to the front of the all-terrain vehicle 

with sufficient intensity to reveal persons or vehicles at a distance of at least 100 feet 
ahead during the hours of darkness under normal atmospheric conditions.  Such 
headlamps shall be so aimed that glaring rays are not projected into the eyes of an 
oncoming vehicle operator.  The all-terrain vehicle shall also be equipped with at least 
one red tail lamp having a minimum candle power of sufficient intensity to exhibit a red 
light plainly visible from a distance of 500 feet to the rear during the hours of darkness 
under normal atmospheric conditions.  This equipment shall be required and shall be in 




